
Xilence PSU 750W Performance X 80+ Gold Power
Supplies Serie

Code:
PSUXLXP750MR9

Vendor code:
XP750MR9

EAN code:
4044953500688

Performance X, 750 Watt, 80+ Gold, Modular, Erp2014, EcoPSU, 135 mm FDB Fan,
OVP/UVP/OCP/OTP/SCP/OLP, ActivePFC
Launching the Performance X model line, Xilence is extending the already favorable portolio of power supply units.
Following the ErP2014 conform entry-level models and the successful Performance A+ Series, the next step is
made into the 80+ GOLD class. The PSUs score not only with the up-to-date DC/DC technology which guaratees an
all-time stable output voltage. Moreover, resonant converters help avoiding switchig losses. Thus, energy is saved
and the efficiency increased. The dynamic hydro-bearing fans work in an especially sooth and silent way.
Furthermore, the PSUs win over thanks to an extremely long life period and their excellent cooling performance. All
of those specifications together with being powerful in quality/price ratio turn the Performance X Series into an ideal
solution for current Gaming PC Systems.

Certificaten

80 PLUS certificatie 80 PLUS Gold



Design

Kleur van het product Zwart, Rood

Energie

AC invoer voltage 220 - 240

Max huidige output (+3.3V) 24 A

Max huidige output (+5V) 20 A
Max huidige output (+5Vsb) 2,5 A

Max huidige output (-12V) 0,3 A

Max huidige output(+12V) 52,4 A

Oververhittingsbeveiliging Ja

Stroomspanning bescherming Overstroom, Overspanning, Oververhitting,
Overbelasting, Kortsluiting, Onder spanning

Totaal vermogen 750 W

Koeling

Aantal ventilatoren 1 ventilator(en)
Type koeling Actief

Ventilator diameter 13,5 cm

Poorten & interfaces

Bekabelingstype Modulair

EPS power connector (8-pin) Ja

Lengte stroomkabel moederbord 60 cm
Lengte stroomkabel randapparaat (Molex) 600 mm

Motherboard power connector 20+4 pin ATX

Peripheral (Molex) power connectors (4-pin) 2

Prestatie

Bedoeld voor PC

Geluidsniveau 27 dB
Geluidsniveau (stille modus, 50%) 18 dB

Geluidsniveau (stille modus, <30%) 17 dB

Geluidsniveau (volle belastingmode, 100%) 27 dB

Vormfactor van de voeding (PSU) ATX


