
TP-Link Archer VR2800 AC2800 VDSL/ADSL WIRELESS
MODEM ROUTER

Code:
WIRTP3987476

Vendor code:
ARCHER VR2800

EAN code:
6935364096090

1 gigabit RJ 45 WAN/LAN, 1 RJ11, 3 x Gigabit RJ 45 LAN, 2 x USB 3.0, 12V/3.3A, VDSL, 4 x antennas (RP-SMA),
5GHz/2.4GHz, black

A Superfast VDSL Modem Router

VDSL2 technology delivers VDSL broadband speeds of up to 100Mbps. The integrated DSL port supports all
standard DSL connections for compatibility with most ISPs.

2167Mbps on 5GHz and 600Mbps on 2.4GHz

A powerful combination of advanced Broadcom® NitroQAM™ and 4-Stream technology opens data transfers wide
open to boost 5GHz band wireless speeds for every device.

Wave 2 MU-MIMO for More Speeds

802.11ac Wave 2 is the latest standard of Wi-Fi. This includes MU-MIMO technology, whose four simultaneous data
streams connect devices to speeds up to 4x faster than standard AC routers. In addition, Wave 2 enables up to
160MHz bandwidth* on a single channel, broadened for faster transferring rates.

Archer VR2800 MU-MIMO Router

simultaneously sends data to multiple devices for faster speed



Maximum Coverage for Your Whole Home

Need whole-home Wi-Fi? The VR2800 has you covered. Four external antennas create a strong, far-reaching
network in every direction. Power amplifiers and low-noise amplifiers boost the sending and receiving signals to
increase Wi-Fi coverage. And with beamforming to locate and form targeted connections, take your mobile device
wherever you like.

Lightning-Fast Wired Connections

Four Gigabit Ethernet ports operate up to 10x faster than Fast Ethernet. Connect your gaming console, desktop or
IPTV to 4K-ready speeds.Two USB 3.0 ports allow you to connect hard drives and transfer up to 10x faster than
USB 2.0. Quickly and easily share files, photos, music, and video across your network.

A Powerful Heart for the Outstanding Device

The VR2800 is powered by an industry-leading Broadcom 1GHz dual-core CPU with two co-processors to keep it
running at peak performance. Broadcom makes the world’s most widely used chipsets for DSL products, providing
integrated solutions for more than 100 Internet Service Providers around the globe. Not only does this guarantee
excellence, but compatibility with your ISP.

Easier Setup? We Have an App for That

Our free app Tether helps you set up and manage your Archer VR2800 from any Android or iOS device. Tether also
puts advanced functions in the palm of your hand. Parental Controls help you provide a safe network environment
for your children. Guest Network and Block List let you take control of your home network and who uses it. Network
management has never been easier.

Antenne

Aansluiting antenne RP-SMA

Afneembare antennes Ja

Antennas quantity 4
Soort antenne Extern

Versterking antenne (max) 3 dBi

Zendvermogen 20 - 30 dBmW

Beheerfuncties

Quality of Service (QoS) Ja

Reset button Ja
Universal Plug and Play ( UPnP ) Ja

Web-gebaseerd management Ja

WPS Push Button Security Ja

Beveiliging

DoS aanval preventie Ja

Filtratie Ja

Firewall Ja
IP-adresfilter Ja

MAC adres filtering Ja



Ondersteunde beveiligingsalgoritmen 64-bit WEP,128-bit WEP,WPA,WPA-
PSK,WPA2,WPA2-PSK

VPN eigenschappen OpenVPN, PPTP VPN, IPSec VPN

VPN tunnels quantity 10

Certificaten

Certificering CE, RCM, RoHS

Design

Aan/uitschakelaar Ja

Indicatielampje Ja
Kleur van het product Zwart

LED-indicatoren DSL, Link, Stroom, USB, WAN, WLAN, WPS

Producttype Router om neer te zetten

Draadloos LAN

Wi-Fi-standaarden IEEE 802.11a,IEEE 802.11ac,IEEE 802.11b,IEEE
802.11g,IEEE 802.11n

Wifi-band Dual-band (2.4 GHz / 5 GHz)

Wifi-standaard IEEE 802.11ac

WLAN gegevensoverdrachtsnelheid (eerste band) 2167 Mbit/s
WLAN gegevensoverdrachtsnelheid (max) 2167 Mbit/s

DSL-eigenschappen

ADSL Ja

ADSL2 Ja

ADSL2+ Ja

VDSL Ja
VDSL2 Ja

Eisen aan de omgeving

Luchtvochtigheid bij opslag 5 - 90 procent

Relatieve luchtvochtigheid, in bedrijf 10 - 90 procent

Temperatuur bij opslag -40 - 70 °C

Temperatuur, in bedrijf 0 - 40 °C

Energie

Output current 3,3 A
Spanning 12 V

Type stroombron AC



Ethernet LAN-eigenschappen

Bekabelingstechnologie 10/100/1000Base-T(X)

Ethernet LAN Ja

Ethernet LAN, data-overdrachtsnelheden 10,100,1000 Mbit/s
Interfacetype Ethernet LAN Gigabit Ethernet

Gewicht en omvang

Breedte 263,8 mm

Diepte 197,8 mm

Hoogte 37,3 mm

Inhoud van de verpakking

Gebruikershandleiding Ja

Inclusief AC-adapter Ja
Meegeleverde kabels LAN (RJ-45), Telefoon (RJ-11)

Snelstartgids Ja

Type verpakking Box

Mobiel netwerken

3G Nee

4G Nee

Netwerk

Netwerkstandaard IEEE 802.3,IEEE 802.3ab,IEEE 802.3u

Network address translation (NAT) Ja
Port forwarding Ja

Toegang voor gasten Ja

Poorten & interfaces

Aansluiting voor netstroomadapter Ja

Aantal Ethernet LAN (RJ-45)-poorten 3

Aantal poorten USB 3.0 (3.1 Gen 1) Type A 3
RJ-11 ports kwantiteit 1

USB-poort Ja

Prestatie

Aantal processorkernen 2

Automatische kanaalselectie Ja

Geheugenkaart slot(s) Nee
Type processor Ja



Upgraden van firmware mogelijk Ja

Protocollen

DHCP client Ja
DHCP server Ja

DMZ support Ja

Software

Mac-compatibiliteit Ja

Ondersteunt Linux Ja

Ondersteunt Windows

Windows 10,Windows 10 Education,Windows 10
Education x64,Windows 10 Enterprise,Windows 10
Enterprise x64,Windows 10 Home,Windows 10
Home x64,Windows 10 IOT Core,Windows 10
Pro,Windows 10 Pro x64,Windows 2000,Windows
2000 Professional,Windows 7,Windows 7
Enterprise,Windows 7 Enterprise x64,Windows 7
Home Basic,Windows 7 Home Basic x

WAN-verbinding

3G/4G USB modem compatibiliteit Nee
DSL WAN Ja

Ethernet WAN Ja

SIM-kaartsleuf Nee


